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Site-Wall Barrier

Available for purchase or hire and delivered 
nationwide, our heavy duty water filled Site-

Wall barriers are ideal for ensuring security at 
construction sites, outdoor events and more. 

Our durable, UV stabilised HDPE Site-Wall barriers are easy 

to deploy and move when empty, yet weigh a sturdy third 

of a ton (300kg) each when used with fencing and filled 

with water (sand can be used alternatively, if preferred). 

The ingenious interlocking design of these barriers allows 

one continuous, and therefore less vulnerable wall 

to be constructed, even around corners without 

any compromise in strength.

Linked Site-Wall Barriers Forming Corner Site-Wall With Fencing Add-On

400mm

Key Features
n 	 Creates a safe boundary for construction sites

n 	 Interlocking design ideal for site security

n 	 Mesh extension gives a 2m total height

n 	 Can be either sand or water filled

n 	 Available for hire or purchase

n 	 Allows for angles and curves

n 	 Delivery anywhere in the UK

n 	 Easy to handle and install

n 	 300kg Water filled weight

n 	 UV Stabilised HDPE

n 	 Drainage plug

1600mm

650mm

Site-Wall Barrier Specification
	 Length 	 Height 	 Width	 Weight Empty	 Weight Full

	 1600mm 	650mm 	 400mm	 14kg	 300kg

Weight Empty 14kg - Weight Full 300kg

1550mm

1333mm
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Technical 
Details

Fence insertion + 
connection pins

Base connector
Forklift slots

Hole for water filling

Working length 1600mm

Depth 
400mm

Top connector

Base Height 650mm

Fence 
Height 
1550mm

Fence Width 1333mm

Combined 
Height 

2200mm


